SIDEWALK WITH ROLLED CURB
NEW PAVEMENT
EXISTING PROPERTY LINES
NEW PAVEMENT
EXISTING PROPERTY LINES
SIDEWALK WITH ROLLED CURB
COLLISTER DRIVE
MAINTENANCE & PEDESTRIAN PROJECT
OCTOBER 2020
ADA COUNTY HIGHWAY DISTRICT

NEW TYPICAL SECTION
NOT TO SCALE

EXISTING TYPICAL SECTION

RETAIN EXISTING CURB & GUTTER

NOTES:
1. EXISTING CURB, GUTTER AND SIDEWALK WILL BE REMOVED. NEW CONCRETE PAVEMENT WILL BE INSTALLED. EXISTING VENEER PAVING MORTAR APPROACHES WILL BE REMOVED AND REPLACED WITH WELD ON EDGE. EXISTING ERODED MIDDLE ROWTH WILL BE REDUCED BY 1'-1" TO ACCOMMODATE PAVEMENT.

EXISTING GROUND
VARIIES
S/B LANE
29'
15.25'
NB LANE
VARIIES

EXISTING GROUND
29'
5.07' SEWER
3.07' (TYP)

EXISTING GROUND
29'
4.07' (TYP)
3.75' (TYP)

EXISTING GROUND
16.25' EX. NB LANE
VARIIES

EXISTING GROUND
16.25' EX. SB LANE
VARIIES