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8302

CONSTRUCTION SITE DISCHARGE CONTROL PROGRAM
PURPOSE

This section is created in compliance with the requirements of the Construction Site
Discharge Control (CSDC) Program of the Storm Water Management Program contained
in the National Pollutant Discharge Elimination System or Idaho Pollutant Discharge
Elimination System (NPDES/IPDES) Permit(s). ACHD is authorized under the
NPDES/IPDES Permit(s) to discharge storm water into the waters of the United States
from municipal separate storm sewer systems that ACHD owns or operates as a
NPDES/IPDES Permittee.

A purpose of the Storm Water Management Program is to reduce to the Maximum Extent
Practicable the discharge of pollutants from construction sites under the jurisdiction and
control of ACHD through the District’s authority to issue Temporary Highway Use Permits,
its construction contracts, and activities performed by the Maintenance Department of the
District. This section is confined to ACHD’s authority through its Temporary Highway Use
Permit program.

DEFINITIONS
Words and phrases as used in this section when capitalized are defined as follows:

“Adjoining Property” means property where erosion, sedimentation, or construction
material impacts are occurring and the cause of impact s directly related to a Construction
Activity adjoining or upstream from such property.

“‘Applicant” means the Person who files the application requesting a Permit and who is
responsible for complying with the terms and conditions of the Permit, if issued.

“Approved Construction Site Discharge Control (CSDC) Plan” means either a Small
Project Erosion and Sediment Control (ESC) Plan, a Site Specific ESC Plan, a Stormwater
Pollution Prevention Plan (SWPPP), or a Dewatering Plan approved by ACHD and
attached to the Permit issued to the Permittee.

“Approved Fee Schedule” shall be the most current schedule of administrative, inspection,
permissive use, and penal charges as approved by the board of ACHD Commissioners.
These fees listed on the approved schedule will be identified with the appropriate policy
section by subsection number included on the fee schedule.

“Best Management Practice (BMP)” means schedules of activities, prohibition of practices,
maintenance procedures, and other management practices to prevent or reduce the
Pollution of waters of the United States. BMPs also include treatment requirements,
operating procedures, and practices to control runoff, spillage or leaks, sludge or waste
disposal, or drainage from raw material storage.

“Construction Activity” means Land Disturbing Activities, and other construction related
activities that could lead to the generation of Pollutants.
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“Construction Dewatering” means the act of draining accumulated Stormwater and/or
ground water from building foundations, trenches, or other similar points of accumulation
on a Construction Site. The surplus water usually contains suspended Sediment and other
Pollutants that must be settled or filtered out before discharging from the Construction
Site.

“Construction Site” means the area where Construction Activities will occur and where
Best Management Practices (BMPs) will be installed and maintained. The Construction
Site includes construction support activities, which may be located at a different part of the
property from where the primary Construction Activity will take place, or on a different
piece of property altogether.

“Construction Site Discharge Control (CSDC) Enforcement Response Policy” means a
guidance document that details ACHD’s escalating response to non-compliance issues as
they relate to the CSDC Program. The document outlines the purpose of the CSDC
Program, ACHD’s legal authority, staff roles and duties, factors influencing enforcement
actions, and type of enforcement actions and processes.

“Construction Site Discharge Control (CSDC) Plan” means either a Small Project Erosion
and Sediment Control (ESC) Plan, a Site Specific ESC Plan, a Stormwater Pollution
Prevention Plan (SWPPP) or a Dewatering Plan.

“Dewatering” means the act of draining accumulated Stormwater and/or other surplus
water from building foundations, trenches, vaults, pipes, or other similar points of
accumulation.

“Dewatering Plan” means a site-specific written document outlining the Best Management
Practices (BMPs) to be employed to prevent and control water quality impacts associated
with the permitted discharge.

“Discharge Point” means the location where collected and concentrated Stormwater or
other surplus flows are discharged from the Construction Site.

“Environmentally Sensitive Sites” means any construction Site with one or more of the
following characteristics:

1. Land Disturbing Activities in areas where the predevelopment grades are greater
than 15 percent;

2. Land Disturbing Activities within 50 feet of a wetland and or water body;

3. Land Disturbing Activities or dewatering activities near or on known sites
contaminated by listed Pollutants or listed by the federal Environmental Protection
Agency or the Idaho State Department of Environmental Quality as a “Superfund”
or a “brownfield” or site of concern as those terms are used by the governing
agencies.

“Erosion and Sediment Control (ESC) Plan” means a plan, either a “Small Project ESC
Plan” or a “Site Specific ESC Plan” outlining the BMPs employed at a Construction Site
that addresses (1) Erosion Sediment Control, (2) Material handling, storage, and disposal,
as well as (3) Pollution prevention and control.
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“Erosion” means the process of carrying away soil particles by the action of water or wind.

“Final Stabilization” means all Land Disturbing Activities at the site have been completed
and one or more of the following criteria are met:

(1)  Uniform perennial vegetation (e.g., evenly distributed, without large bare
areas) has been established, or provides 70 percent or more of the cover
existing prior to Land Disturbing Activities on the Construction Site; and/or

(2) Permanent non-vegetative stabilization measures (e.g., riprap, gravel,
gabions, and geotextiles) have been implemented to provide effective
cover for exposed portions of the Construction Site.

“Highways” or “Highway” shall have the meaning as set forth in /daho Code section 40-
109(5), together with all public rights-of-way as defined in Idaho Code section 40-117(6),
as those code sections may be amended from time to time, which highways are under the
jurisdiction of the District, and as are now existing and as the same may be laid out,
widened, relocated, acquired and vacated or otherwise transferred in the future.

“Land Disturbing Activity” means actions taken to alter the existing vegetation and/or
underlying soil of a site, such as clearing, grubbing, grading, site preparation (e.g.,
excavating, cutting, and filling), soil compaction, and movement and stockpiling of top
soils.

“Landscaping” means mowing, seeding, sodding and other landscaping activities that are
not Land Disturbing Activities.

“Linear Construction Site” means the construction of roads, bridges, conduits,
substructures, pipelines, sewer lines, towers, poles, cables, wires, connectors, switching,
regulating and transforming equipment and associated ancillary facilities in a long, narrow
area.

“Material” means soils, sand, gravel, clay, or any other organic or inorganic material that
is not municipal, refuse, or defined elsewhere in this policy.

Maximum Extent Practicable shall mean the technology-based discharge standard for
municipal separate storm sewer systems established by the Federal Water Pollution
Control Act, as Amended by the Clean Water Act of 1977, particularly §402(p).

“Municipal Separate Storm Sewer System (MS4)” as defined in 40 C.F.R. 122.26(b)(8),
as updated and amended from time to time, that is under the jurisdiction of either ACHD
or a co-permittee of a current NPDES/IPDES Permit and any related structural or
nonstructural connections.

“National Pollutant Discharge Elimination System or Idaho Pollutant Discharge Elimination
System (NPDES/IPDES) Permit” means NPDES/IPDES Permit issued to the Ada County
Highway District and other NPDES/IPDES Permittees by the U.S. Environmental
Protection Agency or Idaho Department of Environmental Quality.
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“National Pollutant Discharge Elimination System or Idaho Pollutant Discharge Elimination
System (NPDES/IPDES) Permittee” means the Ada County Highway District or other
entity that maintains and operates a MS4 and has been issued a NPDES/IPDES Permit.

“Permittee” shall mean an Applicant to whom a Temporary Highway Use Permit is issued.
“Person” shall have the meaning set forth in Idaho Code Section 40-117(1).

“Plan Designer” means a Person who has completed or drafted the Construction Site
CSDC Plan. The Plan Designer shall be knowledgeable in the principles and practice of
Erosion and Sediment controls and Pollution prevention, who has received certification
from the City of Boise through successful completion of the Responsible Person
Certification Program.

“Policy” means the Construction Site Discharge Control Program Policy.

“Pollutant” means objects including, but not limited to, dredged soils, solid waste,
incinerate residue, sewage, garbage, sewage sludge, munitions, chemical waste,
biological materials, radioactive materials, wrecked or discarded equipment, rock, sand,
silt, clay, dust, cellar dirt, industrial, municipal and agricultural waste, gases entrained in
water, paints, oil, and other automotive fluids, soil, rubbish, trash, debris, refuse, heavy
metals, hazardous waste, road sanding materials, yard waste from commercial
landscaping operations, animal waste, materials that result from the process of
constructing a building or structure, and nauseous or offensive matter of any kind, which,
when discharged to water, cause or contribute to water pollution.

“Responsible Person” means a Person who has operational control over Construction
Activities and day-to-day operational control of Plan requirements and Permit conditions.
A Responsible Person shall be knowledgeable in the principles and practice of Erosion
and Sediment controls and Pollution prevention, who has received certification from the
City of Boise through successful completion of the Responsible Person Certification
Program.

“Sediment” means solid material, either mineral or organic, that is or has been in
suspension or is being moved from its site of origin due to erosion.

“Sedimentation” means the process or action of depositing sediment.

“Site Specific Erosion and Sediment Control (ESC) Plan” means an ESC Plan required for
Construction Activity for a specific location wherein Land Disturbing Activities take place
and is not eligible for consideration and approval under a Small Project ESC Plan. The
Site Specific ESC Plan shall include such standard requirements as may be adopted by
ACHD.

“Small Project Erosion and Sediment Control (ESC) Plan” means an ESC Plan required
for routine activities (e.g., maintenance) where all of the following is applicable: 1) Land
Disturbing Activity is less than 600 square feet, 2) trenching Land Disturbing Activities are
less than 50 linear feet, and 3) Construction Activities do not impact any Environmentally
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Sensitive Sites. The Small Project ESC Plan shall include such standard requirements as
may be adopted by ACHD.

“Stop Work Order” means a formal directive issued by the District to immediately halt all
work related activities at a Construction Site.

“Storm Drain System” means a conveyance or system of conveyances (including roads
with drainage systems, municipal streets, catch basins, curbs, gutters, ditches, manmade
channels, or storm drains) designed or used for collecting or conveying Stormwater.

“Stormwater” means stormwater runoff, snowmelt runoff, and surface runoff and drainage.

“Stormwater Pollution Prevention Plan (SWPPP)” means a site-specific, written document
containing provisions as outlined in the most current Construction General Permit.

“Temporary Highway Use Permit” shall mean a permit issued by ACHD pursuant to the
ACHD Policy Manual to any Person who desires to perform any work on a Highway, or
encroaches on a Highway unless the area under ACHD jurisdiction is nominal and
adjacent to property under the jurisdiction, authority and control of another NPDES/IPDES
Permittee and requires an Erosion and Sediment Control Plan pursuant to a Construction
Site Discharge Control Program for the adjacent property.

“Variance” means a modification of the requirements of the Policy based on hardship.

“Waiver” means being excused from compliance with this Policy by the District for a
specific Construction Activity.

APPROVED CONSTRUCTION SITE DISCHARGE CONTROL PLAN
8303.1 When Required

Any person who desires to receive a Temporary Highway Use Permit from the
District must have an Approved CSDC Plan.

8303.2 Exception

Any Person who is licensed by ACHD to utilize a portion of unopened Highway
and wishes to perform Landscaping under the license so long as Material or
Pollutant will not enter into the Storm Drain System.

8303.3 Duration

An Approved CSDC Plan will remain in effectuntil the date stated thereon unless
extended in writing by the District, or unless revoked earlier under the provisions
of this or any other section of the ACHD Policy Manual.

8303.4 Standard Requirements

At a minimum, an Approved CSDC Plan shall contain a project introduction,
project contacts, the scope of work, list and description of BMPs, and the
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responsibilities of the Responsible Person.
Additional Requirements

The District may impose additional practices upon the Applicant of the Approved
CSDC Plan based upon the uniqueness of the topography of the Construction
Site, the method of Construction Activity being proposed, or any other such
condition that may require additional protection for the Storm Drain System
during the time Construction Activity is underway.

8304 SMALL PROJECT EROSION AND SEDIMENTCONTROL PLAN

8304.1

8304.2

When Applicable

Any Permittee who meets the conditions for issuance of a Small Project ESC
Plan, as defined, shall be subject thereto upon issuance of a Temporary Highway
Use Permit.

Application
If a Construction Activity is eligible fora Small Project ESC Plan, an application

for a Temporary Highway Use Permit shall be deemed an application fora Small
Project ESC Plan.

8305 SITE SPECIFIC EROSION AND SEDIMENT CONTROL PLAN

8305.1

8305.2

8305.3

When Applicable

Any Person who does not meet the conditions for a Small Project ESC Plan must
submit a Site Specific ESC Plan with the application for a Temporary Highway
Use Permit consistent with this Policy for each location where the Permittee
plans to begin Construction Activity pursuant to a Temporary Highway Use
Permit. A SWPPP can be submitted in lieu of a Site Specific ESC Plan.

Application

The Site Specific ESC Plan must be prepared by a Plan Designer in a format set
forth by ACHD. It shall describe the proposed Construction Activity and the
proposed BMPs to be employed to prevent and control water quality impacts
during and after construction.

Standard Requirements

All Site Specific ESC Plans must include and address the following:

(1) Introduction
(@) Project Title/Name
(b) Project Location
(c) Project Schedule
(2) Contacts
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©)

(4)

()

(6)

(8)

(@) Name and Contact Information of Plan Designer

(b) Name and Contact Information of Operator

(c) Name, Contact Information, Certification and Signature of
the Responsible Person

Scope of Work

(a) Description of Work

(b) Total Land Disturbing Activity

(c) Sequence of Activities

(d) Materials and Potential Pollutants

(e) Planned Dewatering Activities

Site Assessment

(a) Site Description

(b) Environmentally Sensitive Site Features

(c) Receiving Waters

Best Management Practices

a) Erosion and Sediment Controls

b) Material Handling, Storage and Disposal

c) Spill Prevention and Control

d) BMP Maintenance and Corrective Actions

(e) Temporary BMP Removal

Inspections

(@) Inspection Schedule

End of Project

(a) Final Site Stabilization Practice

Map/Drawing

(@) North Arrow, Scale, Date, and Key

(b) Property Boundaries and Lot Lines

(c) Site Drainage Pattern (e.g., topo lines or direction of flow)

(d) Drainage Features (e.g., surface waters and storm drain
inlets)

(e) Existing and Proposed Conditions

(f) Location of BMPs

(g) Material Storage and Staging Areas

(
(
(
(

8305.4 Additional Requirements for Environmentally Sensitive Sites

In addition to the requirements set forth in section 8305.3, the District may require the
Permittee to include the following for Environmentally Sensitive Sites:

1. Site map/drawing shall include excavation grades, street grades and other paved
areas.
2. Topographic survey showing existing drainage and irrigation water conveyance

systems and pre-developed and finished grade contours at 2-foot intervals. For
sites less than one acre and with less than 2% cross grades, predevelopment and
finished grade spot elevations along the property lines or boundaries and at key
points within the project site can be submitted instead of a topographical survey.

3. Plan of new or modified drainage systems, including dimensions.

4, Sites located in areas of 15% grade or more, and other sensitive site areas, shall
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have all erodible soils designated and classified using the Unified Soll
Classification System (USCS). An engineering geology or geotechnical report,
prepared by a registered geologist or registered geotechnical engineer, providing
recommendations for erosion control, shall be submitted upon determination by
the District that additional information is required to assess the site conditions.

8306 DEWATERING PLAN
8306.1 When Applicable

Applicants must submit a Dewatering Plan with an application for a Dewatering
Permit consistent with this Policy for each location where the Permittee plans to
begin discharging surplus water pursuant to a Dewatering Permit.

8306.2 Exception

Applicants for annually issued Dewatering Permits for activities as allowed by the
District where discharge setup and discharge procedures are the same and usually
require fewer BMPs to prevent pollutants from leaving the site.

8306.3 Application

The Dewatering Plan must be prepared by a Plan Designer in a format set forth by
ACHD. It shall describe the proposed Dewatering and BMPs to be employed to
prevent and control water quality impacts during the discharge.

8306.4 Standard Requirements
All Dewatering Plans must include and address the following:

(1) Introduction
(@) Project Title/Name
(b) Project Location
(c) Project Schedule
(2) Contacts
(@) Name and Contact Information of Plan Designer
(b) Name and Contact Information of Operator
(c) Name, Contact Information, Certification and Signature of
the Responsible Person
(3) Scope of Work
(a) Description of Dewatering Activities
(b) Type/Source of Surplus Water
(c) Discharge Rate and Total Volume
(d) Frequency and Duration of Discharge
(e) Equipment and Pumps to be Used
(f) Discharge Point
(g) Contingency Plan
(h)  Written Permissions from Owner/Operator (if applicable)
(4) Site Assessment
(a) Site Description
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(b) Environmentally Sensitive Site Features
(c) Receiving Waters
(5) Best Management Practices
(@) Erosion and Sediment Controls
(b) Pretreatment Controls
(c) BMP Maintenance and Corrective Actions
(d) Temporary BMP Removal
(6) Discharge Monitoring
(a) Turbidity Monitoring (if applicable)
(b) Additional Sampling (if applicable)
(7) Map/Drawing
(@) North Arrow, Scale, Date, and Key
(b) Dewatering Conveyance System
(c) Location of Discharge Point
(d) Location of BMPs

8306.5 Additional Requirements for Construction Dewatering

In addition to the requirements set forth in section 8306.4, the District may require
the Permittee to include and abide by the following when Construction Dewatering:

(1) Utilize a regularly calibrated turbidimeter for turbidity sample
field measurements. Collect a turbidity sample from the initial
discharge at the Discharge Point. Conduct daily sample
collection and analysis at the Discharge Point thereafter. When
discharging directly into surface waters, obtain both upstream
and downstream turbidity samples for each monitoring event.
Upstream samples shall be collected immediately upstream of
the project area to establish background levels. Downstream
samples shall be collected immediately downstream of the
Discharge Point and within any visible plume. If at any time a
visible change in turbidity is identified, additional samples shall
be collected and analyzed. Record turbidity, location, date, and
time for each monitoring event. Maintain comprehensive
turbidity logs through the entire dewatering activity, ensuring
records are available for District review upon request.

(2) If Dewatering exceeds 30 days, the Responsible Person must
collect a representative sample at the discharge point for
analytical testing as specified by the District at the time of permit
issuance. The results of the analytical testing shall be submitted
to the District for review and assessment.

8307 REVIEW BY DISTRICT

8307.1

8307.2

Adopted:
Revised:

Application Submittal

After all required information and fees have been submitted to the District, the
District shall review the submitted application.

District Review
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8309

8307.3

8307.4

The District shall review the submitted information, considering the potential
water quality impacts that may result based upon proximity to the Storm Drain
System and the type of Construction Activity contemplated at the Construction
Site.

District Decision Deadline

No later than four (4) working days after receipt of all necessary information, the
District shall either approve, disapprove or request a conference with the person
submitting the CSDC Plan. Ifthe CSDC Plan is not approved, the District shall
provide the Applicant with a written statement of such disapproval, setting forth
the reasons therefore.

Clarification Conference

If the District determines it to be advisable, the Applicant shall meet one or more
times with the District in order to discuss any issues arising out of the application
needing explanation, clarification or further review. If the conference is
requested, the time for review may be extended for an additional period of five
(5) working days after the conferences are conducted either at the site of the
proposed Construction Activity or at the business office of ACHD, or both.

MISCELLANEOUS PROVISIONS RELATING TO APPROVED CSDC PLAN

8308.1

8308.2

Variances and Waivers

Any requests for Variance or Waiver from the Policy must be in writing, set forth
the factual basis to support the request, and comply with the goals of the
NPDES/IPDES Permit. The District may request any information from any
Person seeking a Variance or Waiver from the Policy the District deems
necessary to reach an informed decision.

Additional Practices

District may impose additional practices upon the CSDC Plan based upon the
uniqueness of the topography of the construction site, the planned method of
Construction Activity being proposed, or any other such condition that may
require additional protection for the MS4 during the time Construction Activity or
Land Disturbing Activity is underway.

For sites disturbing one acre or greater, soil compaction shall be minimized on
areas of the site where final vegetative stabilization will occur or where surface
infiltration practices will be installed. If soil compaction cannot be avoided,
appropriate soil conditioning techniques shall be used.

RESPONSIBLE PERSON

8309.1 When Required
During the Construction Activity or Land Disturbing Activity allowed under the
Temporary Highway Use Permit, the Responsible Person shall be the individual
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responsible forimplementing and ensuring compliance with the Approved CSDC

Plan.

8309.2 Standard Requirements

The Responsible Person shall be responsible for the following:

(1)

(@)

©)

(4)

()

The Responsible Person shall be responsible for ensuring that
the control measures have been implemented as shown on the
Approved CSDC Plan and the facilities correspond with the
Approved CSDC Plan or achieve the function for which they
were designed.

The Responsible Person shall oversee, implement, and
maintain BMPs to contain Materials onsite and out of water
bodies or the Storm Drainage System.

The Responsible Person shall implement BMPs to protect any
nearby Storm Drain System in the event of Material non
containment or Pollutant spill at the Construction Site.

The Responsible Person shall implement and follow a regular
maintenance and inspection schedule to include inspection of
all BMPs within 24 hours of a 0.25” rainfall event during normal
business hours.

The Responsible Person shall ensure that any soil, waste, or
other Materials that enter the right-of-way and Storm Drain
System are removed. Additional clean up and restoration
requirements may be imposed by the Temporary Highway Use
Permit.

The Responsible Person shall ensure all temporary BMPs shall
be removed after Final Stabilization. Trapped Sediment and
other disturbed soil areas resulting from the removal of
temporary measures shall be permanently stabilized within
thirty (30) days after removal of the temporary measures. All
existing permanent storm drain facilities shall be cleaned and
repaired, if necessary, to pre-construction conditions.

8309.3 Transfer of Responsibility

In cases where another person wishes to continue or complete work previously
commenced under an Approved Plan, this person shall either submit a new
CSDC Plan or update the current CSDC Plan and Responsible Person
information. The original Responsible Person will be released from the CSDC
Plan once another Responsible Person has become responsible for the
conditions of the CSDC Plan.

STANDARD BEST MANAGEMENT PRACTICES

The design, testing, installation, and maintenance of BMPs, as detailed in an Approved
CSDC Plan, shall be in accordance with the ldaho Department of Environmental
Quality Catalog of Stormwater Best Management Practices for Idaho Cities and
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Counties or the manufacture's specifications, and shall be based on the following
conditions, goals and expectations.

8310.1 BMP 01 Concrete Waste Management

A designated washout area shall be provided, prior to placement of
concrete. All wash water from concrete, stucco, paints, drywall adhesive,
and similar substances shall be directed into a leak-proof container or leak-
proof and lined pit designed so that no overflows can occur due to
inadequate sizing or precipitation. Track-out of Sediment from accessing
the designated washout area is prohibited. A stabilized rock access may
be required to prevent Sediment track-out. The washout facility or cleanout
activities shall be located as far away as possible from storm water
conveyances, storm drain inlets, or surface waters. All concrete cuttings
slurry, and washout shall be removed from the jobsite and disposed of

properly.
8310.2 BMP 02 Construction Entrance/Exit Controls

Construction traffic shall be restricted to properly designated entrance/exit
points. Stabilized construction ramps or other similarly effective sediment
removal BMPs shall be installed at all points that exit onto paved roads.
Stabilized construction ramps shall be constructed of material that will not
erode or deteriorate under adverse conditions and shall not be placed in a
manner as to interfere with or block the passage of stormwater runoff.
Construction entrance/exit controls are not required for exit points on Linear
Construction Sites that are used only episodically and for very short
durations over the life of the project.

8310.3 BMP 03 Dust Control

On areas of exposed soil, or during concrete cutting activities, dust shall be
suppressed through the appropriate application of water or other dust
suppression techniques to control the generation of pollutants that could
be discharged in Stormwater from the site. All dump trucks entering and
exiting the project site carrying loads of sand, dirt, gravel, or other similar
materials shall be covered/tarped.

8310.4 BMP 04 Good Housekeeping Practices

For construction and domestic wastes, waste containers (e.g., dumpster,
trash receptacle) shall be provided of sufficient size and number to contain
construction and domestic wastes. For waste containers that have lids, lids
shall be kept closed when not in use, and lids shall be closed at the end of
the business day and during storm events. For waste containers that do
not have lids, other cover shall be provided (e.g., plastic sheeting,
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temporary roofs). Overflow of containers shall be cleaned up immediately.
8310.5 BMP 05 Inlet Protection

Physical inlet protection BMPs shall be installed to remove Sediment from
discharges. Protection measure shall be cleaned, or removedand replaced
as Sediment accumulates, the filter becomes clogged, and/or performance
is compromised. Gutters shall be maintained free and unobstructed for the
full depth of the adjacent curb and for at least one foot away from the face
of the curb at the gutter line, except for BMPs installed and implemented.
Where there is evidence of sediment accumulation adjacent to the inlet
protection measure, the deposited Sediment shall be removed. Any soil,
waste, or other Materials that enter the Storm Drain System shall be
removed.

8310.6 BMP 06 Limit Disturbance to Land and Vegetation

Topsoil and vegetation (e.g., trees, grasses, and other plants) shall be
protected by prohibiting disturbance or damage to specified areas of the
Construction Site. Efforts shall be made to reduce the amount of bare soil
exposed to erosive forces by limiting disturbance to the smallest area
possible. For projects disturbing one acre or greater, soil compaction shall
be minimized on areas of the site where final vegetative stabilization will
occur or where surface infiltration practices will be installed. If soil
compaction cannot be avoided, appropriate soil conditioning techniques
shall be used.

8310.7 BMP 07 Material and Waste Management

For building and landscaping materials, cover shall be provided to minimize
the exposure of Pollutants to precipitation and to Stormwater. Minimizing
exposure is not required in cases where the exposure to precipitation and
to Stormwater will not result in a discharge of Pollutants, or where exposure
of a specific material poses little risk of storm water contamination.
Hazardous materials shall be separated from construction and domestic
waste. Hazardous materials shall be stored in sealed containers to prevent
leakage and corrosion. All outside containers shall be contained within
appropriately sized secondary containment (e.g., spill berms, dikes, spill
containment pallets) to prevent spills from being discharged. Hazardous or
toxic waste shall be disposed of in accordance with the manufacturer’s
recommended method of disposal and in compliance with federal, state,
and local requirements.

8310.8 BMP 08 Perimeter Controls

Sediment controls shall be installed along the perimeter areas of the
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Construction Site that are downslope from exposed soil or other disturbed
areas. Sediment shall be removed before it has accumulated to one-half of
the above ground height of any perimeter control. Perimeter controls may
be limited on Linear Construction Sites where perimeter controls are
infeasible.

8310.9 BMP 09 Sanitary Facilities

For sanitary waste, portable toilets shall be positioned so that they are
secure and will not be tipped nor knocked over (e.g., secure with stakes
that tie to the portable toilets and go into the ground), and so that they are
located away from receiving waters and storm drain inlets or conveyances.
Sanitary facilities shall be placed behind sidewalks.

8310.10 BMP 10 Slope Stabilization

Land Disturbing Activities on steep slopes shall be minimized. Slopes shall
be immediately stabilized, either temporarily or permanently, after grading
work is completed to prevent landslides, slope failures, gully developments
and hill erosion. Sediment barriers shall be installed along the face, and at
grade breaks of exposed or erodible soils. Other methods for stabilization
include slope tracking, slope drains, and mats and blankets.

8310.11  BMP 11 Spill Response

A spill kit shall be kepton site to respond to any pollutant spills or equipment
leaks. Spills shall be cleaned up immediately, using dry clean-up methods
where possible, and dispose of used materials properly. Responders are
prohibited from hosing the area down to clean surfaces or spills. The
source of the spill shall be eliminated to prevent a discharge or a
continuation of an ongoing discharge. If absorbent materials are used, they
shall be removed from the Construction Site and disposed of appropriately.
All spills of hazardous material, deleterious material or petroleum products
which may impact waters (ground and surface) shall be reported
immediately.

8310.12 BMP 12 Stockpile Management

No debris, dirt, excavated materials, or construction supplies shall be
placed on the right-of-way unless permitted by the District or other
controlling entity. Piles shall be located outside of any natural buffers and
away from any storm water conveyances, drain inlets, and areas where
storm water flow is concentrated. For piles that will be unused for 14 or
more days, the piles shall be covered or other appropriate temporary
stabilization measures shall be used.
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8311

8310.13 BMP 13 Street Sweeping

Where material has been tracked out from the Construction Site onto paved
roads, sidewalks, or other paved areas, deposited sediment shall be
removed by the end of the same business day in which the track out occurs.
The sediment track out shall be removed by sweeping, shoveling,
vacuuming, or by using other similarly effective means of sediment
removal. Hosing or sweeping tracked out sediment into any storm water
conveyance, storm drain inlet, or receiving water is prohibited.

8310.14 BMP 14 Surface Water Protections

When Land Disturbing Activities occur within 50 feet of waters of the U.S,,
the Responsible Person shall comply with one of the following alternatives:

(1) Provide and maintain a 50-foot undisturbed natural buffer

(2) Provide and maintain an undisturbed natural buffer that is less
than 50 feet and is supplemented by Erosion and Sediment
controls that, in combination, achieve the sediment load
reduction equivalent to a 50-foot undisturbed natural buffer

(3) If infeasible to provide and maintain an undisturbed natural
buffer of any size, implement Erosion and Sediment controls to
achieve the sediment load reduction equivalent to a 50-foot
undisturbed natural buffer.

8310.15 BMP 15 Vehicle Equipment Maintenance and Washing

Fueling activities associated with large equipment shall be done offsite.
Fueling activities associated with small equipment or tools shall be done
offsite or in a location away from any storm water conveyance, storm drain
inlet, or receiving water and, in an area where any spills can be contained
and cleaned properly. Equipment leaks shall be repaired immediately, and
drip pans shall be used when appropriate. Power washing of vehicles or
equipment is not allowed on the Construction Site.

INSPECTION

8311.1 ACHD Inspectors Access

ACHD Inspectors shall be given safe access to inspect for compliance with the
Approved CSDC Plan and shall be furnished with all such information and
assistance by the Responsible Person as is necessary to make such inspections.

8309.4 Final Review

Once final landscaping and/or Final Stabilization have been completed and the
Approved CSDC Plan receives final inspections approval, the conditions of the
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CSDC Plan shall cease. Any charges, fees, clean-up costs and penalties must
be paid before a Temporary Highway Use Permit receives final inspection
approval or a letter of completion. Final inspection approval for a phased
development permit shall not be issued until all lots have been completed or a
legal transfer of ownership has occurred.

8312 ENFORCEMENT

In the event that provisions set forth under section 8300 et seq. have not been met, the
Permittee may be subject to enforcement actions as specified in the CSDC Enforcement
Response Policy. A determination of the appropriate enforcement action is based on the
nature and severity of the violation, and other relevant factors such as failure to correct
deficiencies by the provided deadline. Enforcement actions are intended to be
commensurate with the violation. The administrative enforcement procedures are not a
prerequisite to any other remedy under this section. Upon discovery of non-compliance
with this section or the Approved CSDC Plan, any of the following enforcement actions
may be utilized regardless of the order in which they appear:

(1)

(2)

3)

(4)

®)

Informal Notice

The District may give the Responsible Person verbal notice and provide a
time period to correct the deficiencies causing the violation.

Notice of Violation

The District may open a formal non-compliance case and issue the
Responsible Person a written notice of the violation and a time period in
which to correct the deficiencies causing the violation.

Administrative Fee

An administrative fee may be charged to the Permittee by the District.
Penalties shall be as set forth in the Approved Fee Schedule.

Stop Work Order

A Stop Work Order may be issued by the District to the Responsible Person
for any violation deemed significant enough to warrant immediate action,
failure to correct a problem, or for repeated violations. The Responsible
Person must address all violations and have District approval before work
is allowed to continue on the Construction Site.

Revoke Permit & Cost Recovery

The District may seek revocation of the Temporary Highway Use Permit
based upon violations. Any violation of this section may be enforced by civil
action brought by the District. In any such action, the District may seek
costs incurred in removing, correcting, or terminating the adverse effects
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resulting from a violation.
8313 INTEGRATION WITH OTHER SECTIONS

With respect to any matter that is not specifically addressed in this section, those sections
of the ACHD Policy Manual addressing permits and inspection will control.
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